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For more information about using Modbus CLICK HERE
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Pin # Name chc):trioorn Specification
Digital |h}8\L;T?C; fr?gur(é'gg (suppy Parameter Min|Max |Unit

Voltage Range 0|36 |V

1-Orange | IN1 | Digitallnput1 | MPutONLevel | 0 | 14|V

2 - Brown IN2 | DigitalInput 2 | |nput Off Level | 1.4| 36 | V
3-Green IN' 3 | Digital Input 3 -
4 - Yellow IN 4 | Digital Input 4 | Continuous Current | - | 30 |mA
Peak Current - |05 A
Pulse Width - 1T | ms
Analog Input (0-5V) Parameter Min|Max|Unit
Voltage Range 0 5 \

5 - Purple A -IN 5| Analog Input 4

Resolution 10 bit

Digital Outputs - Sinking (output

supplies OV when Asserted) Parameter Min|Max|Unif

Voltage Range 0 - \%
s-gve, |Qub| QUYL [roscivelooatea o, A
P Rev Current } ’
Inductive Load Peak| _ [ ;4 |
Rev Voltage
Signal Ground (0V) Parameter Min|Max |Unit
8 -Red | ov | ov Voltage Range 0 0 \
Part Number |Input Voltage Peak Torque Peak Current |Peak Speed
M1-T-17S30D 117N 11.61 oz 1.0A
3 = 530 2av£10% | m (11.61 ozin) 0 3000 rpm
0 <GS CMI1-T-17L30D 0.54 Nm (76.4 o0z.in) 1.8A
L) POWER CE requires cables longer than 30 meters to have surge protfection
Binder Input/Output
CM1M9-4F-4000 Binder

CM1M9-8F-4000

4 - Motor Drive Power [24V +10%)]

1 - Interface + Motor 3-GND
Control Power [24V +10%]

2-GND
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